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FOR EACH ARRAY I/O, GROUP AT LEAST ONE SET 
OF ROWS IN WHICH THE SET PF ROWS IS 
COUPLED TO THE ARRAY ROW I/O 
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FOR EACH COMBINATION OF THE ARRAY ROW 
I/O'S, SELECTIVITY COUPLE NON-SET ROWS 
TO THE ARRAY/ROW I/O'S THAT COMPRISE 
THE COMBINATION 



POSITION AT LEAST ONE PASSIVE ELEMENT 
BETWEEN A SECOND ROW OF THE SET OF 
ROWS AND THE ARRAY ROW I/O 
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POSITION A PASSIVE ELEMENT BETWEEN 
EACH NON-SET ROW AND EACH OF THE ARRAY \ 
ROW I/O'S THAT COMPRISE THE COMBINATION J 
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IN RESPONSE TO A KEY BEING ACTIVATED, 
SELECTIVELY TRANSITION THE ROWS 
IN THE SET OF ROWS AND THE NON-SET ROWS 
(IF APPLICABLE) BETWEEN LOW AND HIGH STATES 
AND THE COLUMNS BETWEEN LOW AND HIGH INPUT 
STATES TO DETERMINE WHICH KEY HAS 
BEEN ACTIVATED 
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FIG. 2 
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